FIG. 1 



100 



100 



riOO 



BROADCASTING 
STATION 



BROADCAST I NG 
STATION 



BROADCASTING 
STATION 



200 



COMB I NER 



500 



2l_ 



LOCAL 
MULTICASTING 
STATION 



r 



WEB SERVER 
SYSTEM 



300 



400 



PUBLIC NETWORK 




600 



700 



MODEM 



800^ 




600 



700. 



MODEM 



USER TERMINAL 



600 



700. 



MODEM 



USER TERMINAL 



USER TERMINAL 



FIG. 3 
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A USER ACCESS TO A WEBCASTING 
WEB SITE IN A WEB SERVER 



REQUEST CHANNEL ESTABLISHMENT 
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THE WEB SERVER VERIFY 
IF THE REQUEST IS VALID 
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THE WEB SERVER SENDS A CHANNEL 
ESTABLISHMENT PERMISSION SIGNAL WITH 
USER IP TO A COMBINER 
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THE COMBINER SENDS COMBINED MULTIMEDIA 
STREAM TOGETHER WITH THE USER IP 
TO A LOCAL MULT I CASTS THE MULTIMEDIA DATA 
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THE LOCAL MULTICASTING STATION CARRIES 
THE MULTIMEDIA DATA ON A FREQUENCY CHANNEL 
AND MULT I CASTS THE MULTIMEDIA DATA 
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A MODEM RECEIVES THE MULTIMEDIA DATA 
THROUGH AIR AND DETECTS USER IP 
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THE MODEM DETECTS 
THE CHANNEL ESTABLISHMENT PERMISSION SIGNAL 



THE CHANNEL ESTABLISHED ACCORDING TO 
THE ESTABLISHMENT PERMISSION SIGNAL 
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